BILLERICA OPEN SPACE AND RECREATION PLAN
AMERICANS WITH DISABILITIES ACT
INVENTORY OF ACTIVE RECREATION FACILITIES

WITH SUPPORTING FACILITY PHOTOGRAPHS
AND RECOMMENDATIONS BY MEMBERS OF THE
COMMISSION ON DISABILITIES

2017
This inventory of the ac ve recrea on facili es for the Town of Billerica was conducted
from November 2016 un l November 2017.

RECOMMENDATIONS BY MEMBERS OF THE BILLERICA COMMISSION ON DISABILITIES
On December 14, 2017 seven members of the Billerica Commission on Disabilities and other consumers
with disabilities met to review the ADA Facilities Inventory and offer recommendations and observations
for the various parks based on pictures taken of all park areas. The following notations and
recommendations were made:
GENERAL RECOMMENDATIONS FOR ALL PARKS:
1. The first port‐o‐potty unit needs to be wheelchair accessible
2. The first (or at least one) handicapped parking space needs to be van accessible
3. Picnic tables should be anchored in place to prevent public from moving and blocking accessible
paths.
4. At school locations, the handicapped parking spots tend to be placed only near the school office
or main entrance. Recommendation is to place at least one handicapped parking (van capable)
near the playground areas and ball fields.
5. Accessible routes to all bleacher/spectator areas need to be ensured.
AKESON:
1. Space between the telephone pole “guardrails” should be wide enough to allow wheelchairs to
pass through.
2. Areas of the parking lot near the wheelchair pass through should have handicapped parking
signs to allow for individuals with disabilities easier access to viewing areas.
CONTRIBUTION PARK
1. Parking lot must have handicapped
2. New, wheelchair accessible picnic tables and at least bench should be placed close to the paved
path off the parking area.
DITSON SCHOOL PLAY AREA/FIELDS
1. Handicapped parking spaces need to be established (lines and signage) near the basketball
court/fields
2. A small ramp should be created to allow wheelchair users the ability to cross over the
playground edging to gain access to the play equipment area.
DUTILE SCHOOL PLAY AREAS
1. Handicapped parking spaces need to be available closer to the play areas.
2. Ramps should be available to allow easier access across the edging into the playground areas.
3. New benches with backs and armrests should be placed in areas easily accessible from the
parking lot and macadam play areas.
HAJJAR SCHOOL PLAY AREAS
1. Cracks by gate are a hazard for wheelchairs and those with walking difficulties. These should be
filled
2. The area near the gates should be expanded to allow easier opening by an individual using a
wheelchair.
3. Handicapped parking should be available near the gates for the playgrounds.
KENNEDY SCHOOL Play areas
1. There is a gap between the asphalt and the slab for tables. This should be reduced as it is a
hazard for wheelchairs.
2. The concession stand has no accessible route of travel to it and uncertain on the ability for a
person in a chair to work inside since keys were not available for entry.

KOHLRAUSCH PARK
1. One table under the pavilion should be wheelchair accessible.
2. Handicapped parking signs must be moved to be at the end of the parking spaces.
3. If financially feasible, possible modifications to the slope of the paved trail should be made to
lessen the slope and address areas raised by roots.
MANNING PARK (OWNED BY DCR BUT MANAGED BY THE TOWN))
1. Two handicapped parking spaces should be placed near the restrooms with one being for a van.
2. Trail to the splash pad needs to be upgraded with more stone dust to cover roots and blend
more with the edge of the pad.
3. Change bathrooms to allow for both to be gender neutral family restrooms.
MARSHALL MIDDLE SCHOOL ‐ SPORTS AREA
1. Change old wood picnic table to one which is wheelchair accessible
2. Ensure the gate of the rink wall is wide enough to accommodate a wheelchair and remove any
lip that is not level with the ground.
3. Add parking spaces (at least one for a van)
4. Investigate handicapped parking at the top of drive next to concession stand
5. Decrease slope of driveway up to football field.
6. Place safety rails along the roadway to the football field where there are areas with severe
depressions for drainage or sides of the roadway that have drop offs.
7. If broadcast booth will be used in the after the new football field is constructed at the high
school, it is recommended that the broadcast booth be equipped with an elevator to allow for
anyone using a wheelchair to work as a broadcaster for games.
8. NOTE: It is important that the broadcast booth for the new football field that is being built as
part of the new high school, be able to accomodate a wheelchair user.
MICOZZI BEACH
1. Create doors that open directly to the outside for each of the two wheelchair accessible
restrooms allowing both to be gender neutral “family” bathrooms”.
2. Replace some of the tables on the patio with wheelchair accessible versions
3. When parking lot is reconfigured and lined, ensure that the appropriate number of car/van
handicapped parking spaces are marked correctly.
4. Add at least one bench that has both a back and arm rest.
OLD DITSON/PINEHURST
1. Properly mark handicapped parking spaces close to the entrance of the playground area and
near the basketball court.
2. Since it is unsure how this area will be transformed as the future of the building is still being
determined, the Committee is reluctant to suggest any other recommendations.
PEGGY HANNON‐RIZZA RECREATION COMPLEX
1. Add at least one bench with a back and arm rest near the tennis courts.
2. Change/update bleachers so the are safe (rails) and on wheelchair accessible paths.
3. Increase size of cement slab to allow for wheelchair users to sit with others.
4. Insure access to the Pop Warner office, concession stand (and their “public” restrooms).
5. Insure accessibility to the broadcast booth.
6. Add lower water fountain for children, including those who use wheelchairs.
POLLARD/KIDS KONNECTION KOREAN WAR MEMORIAL
1. Anchor tables in the Kids Konnecton Playground to ensure families don’t move them, especially
onto paved walking paths.
2. Bleachers at ball field need rails to bottom of seating

3. Cement pads around bleachers need to be expanded to allow wheelchair users to sit with
others.
4. Some handicapped parking spaces need to be placed to be closer to the bleachers/baseball
area.
POTTER FIELD
1. Create accessible path to the bleachers ensure rails go to lower bench to provide assistance for
those who need help standing.
2. Consider placing bench with back and armrest near parking area.
3. Mark appropriate number of handicapped parking spaces both near the path to access
bleachers any bench that may be installed.
TALBOT OVAL
No issues noted.
TOWN COMMON
No issues noted. While there was discussion about the non‐accessibility of the bandshell it was
also noted that since it is not used and was only reconstructed based on the design of the
original one, there is no need to address this unless there is a desire to use it again in the future.
VIETNAM VETERANS PARK
1. Bleachers at the BMX track need an accessible path them and they need to be updated with
safety handrails that can also be used to assist anyone with difficulty standing.
2. Handicapped parking spaces/areas need to be designated at all parking lots, including the area
that is used for cars at the BMX track, RC Flyers, and Community Garden. Consideration for
handicapped parking spaces by the soccer fields that are available on game/practice days.
3. The entrance between the fence of the soccer field needs an accessible route of travel and the
middle post removed. A new system to prevent ATV access but allow for wheelchair users
wishing to watch the games should be installed.
4. An accessible route of travel should be installed for the Community garden. Consideration
should be made to made one area raised to allow for a wheelchair user.
5. There is a gap in the wooden guard rail that has a short path to the edge of the water of
Winning Pond. Either close the gap or build a wheelchair accessible path with a rail at the end
of the pay to ensure safety for those who go there.
6. Ensure that the lip to the slab of the gazebo for the RC Flyers is wheelchair accessible.
7. Ensure wheelchair accessible route of travel to the RC Flyers gazebo and to the plane
work/takeoff areas.
8. Create an accessible route of travel to the Bocci courts and install wheelchair accessible table
nearby.
VINING SCHOOL PLAY AREA
1. There needs to be an accessible route travel in the back of the school that goes from one side of
the school to the other, past various activity area and to the actual playground elements and the
bleachers for the baseball fields.
2. The edging of the playground elements need ramps to allow a wheelchair user to gain access.
3. There needs to be handicapped parking closer to the routes of travel to the play elements (in
the back parking lot area) and the baseball fields. Additional handicapped parking spaces are in
order,
4. The “paved” area of the play area on the back right side of the school, for the younger children,
must be fixed from the erosion and the ground leveled.
5. The concession stand must be made accessible inside so to allow a wheelchair user to be able to
volunteer inside.

Location: Akeson
ACTIVITY

EQUIPMENT

N/A

Pools

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Same experience provided to all

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

N/A

Guided Hikes

N/A

Interpretive Programs

Dumpster (1)

Trails

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides
Access Routes
Access Routes - N/A

Equipment
Boat Docks (N/A)

Access Routes
Access Routes

Fishing Facilities

one
Equipment

Programming

Services and
Technical
Assistance

Are special programs at your facilities accessible?

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

NOTES

Picnic Shelters

Grills
Trash Cans (1)

Game Areas:
*soccer (2)

No

Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths (parking lot)
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Tables & Benches

Picnic Facilities

Yes

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

gate entrance 2.5' x 4'
1 fence entrance - 14' x 4.5'

Location: Akeson
PARKING
Dirt
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No ramps

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X

Yes
X
X

No

Comments/Transition Notes

X

X
X
X
X
X

dirt

X

N/A
Yes

No

Comments/Transition Notes

Location: Akeson

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)

Yes

Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

dirt, grass
Comments/Transition Notes

X
X
X
X
X
X
X
X
X

Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors

No

X
X
X

X

dirt, grass

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

Yes

N/A Location: Akeson
No Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
‐2
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
‐2
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes: 2 porta pottys

Yes

N/A Location: Akeson
No Comments/Transition Notes

Location: Akeson

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

N/A
No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes: Telephones not visible

Location: Akeson
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes

N/A
No

No

Outdoor shower
Comments/Transition Notes

Comments/Transition Notes

AKESON PARK

FACILITY INVENTORY

Location: Billerica Common
ACTIVITY

EQUIPMENT

Yes
X
X
X

Tables & Benches
-3
Picnic Facilities

Grills
Trash Cans (3)

N/A Located near accessible water fountains, trash can, restroom, parking, etc.

Pools

Surface material
Grass/Sidewalls
N/A Dimensions
Rails
Signage (for visually impaired)
Entrance
N/A Location from accessible parking
Safety features i.e. warning for visually impaired
N/A Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides
Access Routes
Access Routes

Equipment
Boat Docks

NOTES

Located adjacent to accessible paths :
Access to Open Spaces :
Back and Arm Rests
Adequate number
N/A Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths

Picnic Shelters
Trails

Game Areas:
*ballfield

X
X

No

Access Routes
Access Routes

Fishing Facilities
Equipment

Programming

Are special programs at your facilities
accessible?

Services and
Technical
Assistance

Information available in alternative formats i.e.
for visually impaired

N/A Same experience provided to all :
Located adjacent to accessible paths :
Enough space between equipment for wheelchair
N/A Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
N/A Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
N/A Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Process to request interpretive services (i.e. sign language interpreter) for meetings
Notes:
(3) Benches 6' x 1'4"
No Tables

10/24/2017

FACILITY INVENTORY
PARKING

Location: Billerica Common

required but not designated

Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces

Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow

Yes

No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

N/A
Yes

N/A
No Comments/Transition Notes

X

RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom,
at change of direction.
Notes: No ramps

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top & bottom riser

(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes: no stairs/doors

10/24/2017

FACILITY INVENTORY

Location: Billerica Common
SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Yes
Site Access
Accessible path of ravel from passenger disembarking area and pa X
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
X
Path of Travel
Path does not require the use of stairs
X
Path is stable, firm and slip resistant
X
3 ft. wide minimum
X
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater
X
than 1/2 inch
Any objects protruding onto the pathway must be detected
by a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be
within 27" of the ground, or higher than 80"
X
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using
X
wheelchair, must be signed, gotten to independently, and
not be the service entrance
Level space extending 5 ft. from the door, interior and
exterior of entrance doors
Minimum 32" clear width opening (i.e. 36" door with
standard hinge)
At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" & operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into
the space
Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted

No

Comments/Transition Notes

Notes: sidewalks/curbs in decent condition

10/24/2017

FACILITY INVENTORY
Location: Billerica Common
RESTROOMS ‐ also see Doors and Vestibules
Specification
Yes
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, & 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)
At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, and 32"
above the floor
Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a
maximum 42" above the floor

N/A
No

Comments/Transition Notes

N/A
No

Comments/Transition Notes

Notes: no restrooms/grab bars

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor

Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper
than depth of fountain
If no clear knee space underneath, clear floor space
30" x 48" to allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified

10/24/2017

FACILITY INVENTORY
Location: Billerica Common
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs

Yes

No

Comments/Transition Notes

Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor

Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes: no floors, drinking fountains, telephones

SWIMMING POOLS ‐ accessibility can be via ramp, lifting
device, or transfer area
Specification
Ramp at least 34" wide with a non‐slip surface extending
into the shallow end, slope not exceeding 1:6 with handrails
on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum
of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both
wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest
from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance
mixing valve
Controls are located on the cdenter wall adjacent to the
hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from
42" to 72" above the floor
Seat is hinged and Padded and at least 16" deep, folds
upward, securely attached to side wall, height is 18" to the
top of the seat, and at least 24" long
Soap trays without handhold features unless they can
support 250 pounds
2 grab bars are provided, one 30" and one 48" long, or one
continuous L shaped bar
Grab bars are placed horizontally at 36" above the floor line

N/A
Yes

No

Comments/Transition Notes

N/A
No

Comments/Transition Notes

10/24/2017

FACILITY INVENTORY
Location: Billerica Common
PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with
clear space under the table top not less than 30" wide and 19"
deep per seating space and not less than 27" clear, from the
ground to the underside of the table. An additional 29"
clear space (totaling 48") must extend beyond the 19" clear
space under the table to provide access
For tables without toe clearance, the knee space under the
table must be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table
must be stable, firm and slip‐resistant, and evenly graded
with a maximum slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground
space of at least 36" around the perimeter

Yes

N/A
No

Comments/Transition Notes

Notes: no swimming pools, sjpwer rooms, picknicking

10/24/2017

BILLERICA COMMON

FACILITY INVENTORY
Location: Contribution Park
ACTIVITY
2(T) 3(B)

Picnic Facilities

EQUIPMENT
Tables & Benches

Yes
X
X

Grills
Trash Cans (1)
Picnic Shelters

Trails

No
X

N/A
X
N/A
N/A

Pools
Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

N/A
N/A
N/A

N/A

Same experience provided to all :

Access Routes

N/A

Access Routes

N/A

Located adjacent to accessible paths :
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

Game Areas:
*ballfield
*basketball
*tennis

Equipment

Boat Docks

Access Routes

N/A

Access Routes
Fishing Facilities

N/A
Equipment

Programming

NOTES
Located adjacent to accessible paths :
Access to Open Spaces :
Back and Arm Rests
Adequate number
2(T) 3(B)
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Are special programs at your facilities
accessible?

N/A

Guided Hikes
Interpretive Programs

Services and
Technical
Assistance

Information available in alternative formats i.e.
for visually impaired

N/A

Process to request interpretive services (i.e. sign language interpreter) for meetings

10/24/2017

FACILITY INVENTORY
Location:
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.

Contribution Park
Required Accessible Spaces

1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces
Yes

No
X
X

Comments/Transition Notes

X
X

X
X
X
X
X
X

Yes

N/A
No

Comments/Transition Notes

Notes:

10/24/2017

FACILITY INVENTORY
Location: Contribution Park
SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of travel from passenger disembarking area
and parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) & maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater
than 1/2 inch
Any objects protruding onto the pathway must be detected
by a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be
within 27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using
wheelchair, must be signed, gotten to independently, and
not be the service entrance
Level space extending 5 ft. from the door, interior and
exterior of entrance doors
Minimum 32" clear width opening (i.e. 36" door
standard hinge)
At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into
the space
Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and
signals, sufficiently lighted

Yes

No

Comments/Transition Notes

X

X

Notes
Walking Bridge at the far end of the Park
Possible Fishing?
Bridge height (3') width (5'3")

10/24/2017

FACILITY INVENTORY
Location: Contribution Park
STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top & bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door
knobs or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides
of the door
Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is
knurled or roughened
Notes:

N/A
Yes

No

Comments/Transition Notes

No stairs and doors available

10/24/2017

FACILITY INVENTORY
Location: Contribution Park
RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated
handle)
At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, and 32"
abov e the floor
Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor

Yes

N/A
No

Comments/Transition Notes

Notes:
No Restrooms available

10/24/2017

FACILITY INVENTORY
Location: Contribution Park
FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface
Carpeting is high density, low pile, non‐absorbent, stretched
taut, securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to
front as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48"
to allow parallele approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows,
fire alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a
maximum of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color

N/A
Yes

No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Notes:

10/24/2017

FACILITY INVENTORY
Location: Contribution Park
SWIMMING POOLS ‐ accessibility can be via ramp,
N/A
lifting device, or transfer area
Specification
Ramp at least 34" wide with a non‐slip surface extending into the shallow end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in
and transfer use
Specification
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest
from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance
mixing valve
Controls are located on the center wall adjacent to the
hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from
42" to 72" above the floor
Seat is hinged and Padded & at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the
seat, and at least 24" long
Soap trays without handhold features unless they can
support 250 pounds
2 grab bars are provided, one 30" and one 48" long, or one
continuous L shaped bar
Grab bars are placed horizontally at 36" above the floor line
PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with
clear space under the table top not less than 30" wide and 19"
deep per seating space and not less than 27" clear, from the
ground to the underside of the table. An additional 29" clear
space (totaling 48") must extend beyond the 19" clear space
under the table to provide access
For tables without toe clearance, the knee space under the
table must be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table
must be stable, firm and slip‐resistant, and evenly graded
with a maximum slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground
space of at least 36" around the perimeter
Notes:

N/A
Yes

No

Comments/Transition Notes

Yes
X

No

Comments/Transition Notes
8 X 5"

X
X

3 Benches (length 6'), Height from ground
to top of back (2'9")

10/24/2017

CONTRIBUTION PARK

Location: Bicknell/Ditson Elementary
ACTIVITY

EQUIPMENT
Tables & Benches (5 B)

Picnic Facilities

Yes

Grills
Trash Cans (1)

N/A
N/A
X

Picnic Shelters

N/A

Pools

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Trails

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

Game Areas:
*ballfield (2)
*basketball (1)

Boat Docks (N/A)

X

Same experience provided to all

X

Access Routes - N/A

X
X
X
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

N/A

Guided Hikes

N/A

Interpretive Programs

7' x 7'
Equipment
Access Routes

one
Equipment

Programming

Services and
Technical
Assistance

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths (parking lot)
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Access Routes

Access Routes
Fishing Facilities

No

X
X
X
X

Are special programs at your facilities
accessible?

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

4 baseball field benches (2) 1' x 7"
parking
basketball gate - 7' x 7'
5 benches 2' x 6'

playground entrance 4' x 4'

Location: Bicknell/Ditson Elementary
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No ramps

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X

Yes
X
X

No

Comments/Transition Notes

X
X

X
X
minor cracks

X
X
X
X

N/A
Yes

No

Comments/Transition Notes

Location: Bicknell/Ditson Elementary

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

Yes

No

X
X
X
X
X
X
X
X
X
X
X

X

X
X
X
X
X
X
X
X
X
X
X

Comments/Transition Notes

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

Yes

N/A Location: Bicknell/Ditson Elementary
No Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes: 1 porta potty

Yes

N/A Location: Bicknell/Ditson Elementary
No Comments/Transition Notes

Location: Bicknell/Ditson Elementary

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

N/A
No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes: Telephones not visible

Location: Bicknell/Ditson Elementary
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes
X

X
X
X

X

N/A
No

No

Outdoor shower
Comments/Transition Notes

Comments/Transition Notes

DITSON SCHOOL

Location: Dutile School
ACTIVITY

EQUIPMENT

Yes

No
X

Tables & Benches (2 B)

Picnic Facilities

X

Grills
Trash Cans (6), 2 dumpsters

X
X

Picnic Shelters
Trails

Pools
Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides
Access Routes
Game Areas:
*ballfield
*basketball (1)

Access Routes - N/A

Equipment
Boat Docks

Access Routes
Access Routes

Fishing Facilities
Equipment

Programming

Are special programs at your facilities
accessible?

X

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided
Same experience provided to all

X
X

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Services and
Technical
Assistance

Information available in alternative formats i.e. for visually impaired

Notes:

benches (2) 6' x 2' measurements

Process to request interpretive services (i.e. sign language interpreter) for meetings

Location: Dutile School
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes:

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X

Yes
x
x

No

Comments/Transition Notes

x
x

x
x
x
x
x
x

N/A
Yes

No

Comments/Transition Notes

Location: Dutile School

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of travel from passenger disembarking area &
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

Yes

No

Comments/Transition Notes

X
X
X
X
X
X
X
X
X
X
X
X

X

X

wood chips

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides

Location: Dutile School

Yes
X
X
X
X
X
X

X
X
X
X
X
X
X
X
X

Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

1 slide with stairs

No

X
X
X
X
X

Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes:

Yes

N/A Location: Dutile School
No Comments/Transition Notes

Location: Dutile School

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

N/A
No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes:

Location: Dutile School
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

N/A
No

PICNICKING
Specification

N/A
No Comments/Transition Notes

A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes

Outdoor shower
Comments/Transition Notes

DUTILE SCHOOL

DUTILE SCHOOL

Location: Hajjar School
ACTIVITY

EQUIPMENT
Tables & Benches (3 B)

Yes

No

X
X
X

Picnic Facilities

Grills

N/A
N/A

Trash Cans
Picnic Shelters

N/A

Pools

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Trails

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides
Access Routes

X

Same experience provided to all

X

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

N/A

Guided Hikes

N/A

Interpretive Programs

X
Game Areas:
*ballfield
*basketball

Access Routes - N/A

Equipment
Boat Docks

Access Routes
Access Routes

Fishing Facilities
Equipment

Programming

Services and
Technical
Assistance

Are special programs at your facilities
accessible?

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

Plastic curbcut around playground/wood chip entrance
3 benches - 6' x 10"

Location: Hajjar School
PARKING
Back lot nead playground
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes:

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces
Yes
X
X

No

Comments/Transition Notes

X
X

X
X
X
X
X
X

N/A
Yes

No

Comments/Transition Notes

Location: Hajjar School

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist

Yes

No

X
X
X
X
X
X
X
X
X
X
X

X

X
X
X
X

Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

1 Double door swinging gate ‐ 15 x 4
1 regulat gate entrance ‐ 4 x 4

X
X
X
X
X
X

Comments/Transition Notes

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

Yes

N/A Location: Hajjar School
No Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes:

1 porta potty

Yes

N/A Location: Hajjar School
No Comments/Transition Notes

Location: Hajjar School

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

N/A
No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes:

Location: Hajjar School
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes

N/A
No

Outdoor shower
Comments/Transition Notes

N/A
No Comments/Transition Notes

HAJJAR SCHOOL

Location: Kennedy School
ACTIVITY

EQUIPMENT
Tables & Benches (3 B)

Picnic Facilities

Grills
Trash Cans
Picnic Shelters

Trails

Pools
Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides
Access Routes
Game Areas:
*ballfield 2,2
*basketball (1)
*soccer (1)

Access Routes - N/A

Equipment

Boat Docks

Access Routes
Access Routes

Fishing Facilities
Equipment

Programming

Are special programs at your facilities
accessible?

Yes
X
X

No

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided
Same experience provided to all
Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Services and
Technical
Assistance

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Location: Kennedy School
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes:

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces
Yes

No

Yes

No

Comments/Transition Notes

N/A
Comments/Transition Notes

Location: Kennedy School

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

Yes

No

Comments/Transition Notes

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

Location: Kennedy School

Yes

No

Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes:

Location: Kennedy School

Yes

No

Comments/Transition Notes

Location: Kennedy School

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes:

Location: Kennedy School
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

N/A
No

PICNICKING
Specification

N/A
No Comments/Transition Notes

A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes

Outdoor shower
Comments/Transition Notes

KENNEDY SCHOOL

KENNEDY SCHOOL

Location:
ACTIVITY
2(T) 8(B)

Picnic Facilities

EQUIPMENT

Yes

Kohlrausch
No

Tables & Benches

Grills
Trash Cans (4)
Picnic Shelters

N/A

Located near accessible water fountains, trash can, restroom, parking, etc.

N/A

Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Trails

Pools
Swimming
Facilities

N/A
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

Same experience provided to all :

Access Routes
Game Areas:
*ballfield

Access Routes

Equipment
Boat Docks

Access Routes

NOTES
Located adjacent to accessible paths :
Access to Open Spaces :
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths

N/A
N/A

Access Routes
Fishing Facilities
Equipment

N/A

Programming

Are special programs at your facilities
accessible?

N/A

Services and
Technical
Assistance

Information available in alternative
formats i.e. for visually impaired

Located adjacent to accessible paths :
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Process to request interpretive services (i.e. sign language interpreter) for meetings
Notes:
(2) Tables (picnic) 5'11"/2'7"
(4) Baseball Benches (2) per field
(1) Bench inside playground
(7) benches 5'10/1'7"

Location:
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: no handicap signs (2)

Kohlrausch
Required Accessible Spaces

1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X

Yes

No

X
X

Comments/Transition Notes
No signs

X
X

X

X
X
X

Yes
X

No

Comments/Transition Notes

Location:
SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of travel from passenger disembarking
area and parking areas to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch
is 2% (1:50)
Continuous common surface, no changes in level
greater than 1/2 inch
Any objects protruding onto the pathway must be
detected by a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be
within 27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives,
parking and drop‐offs
Entrances
Primary public entrances accessible to person using
wheelchair, must be signed, gotten to independently,
and not be the service entrance
Level space extending 5 ft. from the door, interior
and exterior of entrance doors
Minimum 32" clear width opening (i.e. 36" door with
standard hinge)
At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with
a closed fist.
Vestibule is 4 ft plus the width of the door swinging
into the space
Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and
audible signals, sufficiently lighted
Notes

small cracks in surfaces
minor surface damage
gate entrance to playground is 8' x 4'
opening to ball field is 4'

Yes

No

Kohlrausch

Comments/Transition Notes

X
X
X
X
X
X
X

minor damage

X

X

minor damage

Location:
STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and
bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional
door knobs or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides
of the door
Door adjacent to revolving door is accessible& unlocked
Door opening into hazardous area have hardware that
is knurled or roughened
Notes: No stairs and doors

N/A
Yes

No

Kohlrausch

Comments/Transition Notes

Location:
RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width,
and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring
activated handle)
At least one Stall:
Accessible to person using wheelchair at 60" wide
by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, and 32"
above the floor
Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall
or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a
maximum 42" above the floor
Notes:
no restrooms

N/A
Yes

No

Kohlausch

Comments/Transition Notes

Location:
FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface
Carpeting is high density, low pile, non‐absorbent,
stretched taut, securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude
4" into the path of travel from a height of 27" to 80"
above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel
to front as possible
If recessed, recess a minimum 30" width, and no deeper
than depth of fountain
If no clear knee space underneath, clear floor space
30" x 48" to allow parallele approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation,
windows, fire alarms, thermostats, etc. must be a
minimum of 36" and a minimum of 48" above the floor
for a forward reach, maximum of 54" for a side reach
Electrical outlets centered no lower than 18" above
the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes: no floors, drinking fountains or telephones

Kohlausch

N/A
Yes

No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Location: Kohlrausch
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area
Specification
N/A
Ramp at least 34" wide with a non‐slip surface extending
into the shallow end, slope not exceeding 1:6 with
handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a
minimum of 18" wide
Unobstructed path of travel not less than 48" wide
around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both
wheel‐in and transfer use
Specification
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner
farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure
balance mixing valve
Controls are located on the cdenter wall adjacent to
the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable
from 42" to 72" above the floor
Seat is hinged and Padded and at least 16" deep, folds
upward, securely attached to side wall, height is 18" to
the top of the seat, and at least 24" long
Soap trays without handhold features unless they can
support 250 pounds
2 grab bars are provided, one 30" and one 48" long,
or one continuous L shaped bar
Grab bars are placed horizontally at 36" above the
floor line
PICNICKING
Specification
A minimum of 5% of the total tables must be accessible
with clear space under the table top not less than 30"
wide and 19" deep per seating space and not less than
27" clear, from the ground to the underside of the
table. An additional 29" clear space (totaling 48") must
extend beyond the 19" clear space under the table to
provide access
For tables without toe clearance, the knee space under
the table must be at least 28" high, 30" wide & 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the
table must be stable, firm and slip‐resistant, and evenly
graded with a maximum slope of 2% in all directions
Accessible tables, grills and fire rings must have clear
ground space of at least 36" around the perimeter
Notes: no swimming pools/shower rooms

N/A
Yes

Yes

No

No

Comments/Transition Notes

Comments/Transition Notes

Kohlrausch Park

Location: Korean War Veterans & Pollard Park (Kids Konnection)
ACTIVITY

EQUIPMENT

Yes

No

NOTES
Located adjacent to accessible paths :

Tables & Benches (78)
(10 T) (8 CT)
Picnic Facilities

Access to Open Spaces :
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths

Grills
Trash Cans (4)
Picnic Shelters

Located near accessible water fountains, trash can, restroom, parking, etc.

Trails

N/A

Pools

N/A

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides
Access Routes
Game Areas:
*ballfield (1)

X

Same experience provided to all :

X

Located adjacent to accessible paths :
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

Access Routes

Equipment
Boat Docks

Access Routes

N/A

Access Routes
Fishing Facilities

N/A
Equipment

Programming

Are special programs at your facilities
accessible?

Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Guided Hikes
Interpretive Programs

Services and
Technical
Assistance

Information available in alternative formats i.e. for visually impaired

Process to request interpretive services (i.e. sign language interpreter) for meetings
Notes:
(1) batting cage, (3) sets of bleachers 5'10.5" x 1'6"
(8) child picnic tables 2'7" x 1', (9) picnic tables H (1) 8' x 2'7"
(7) bleachers 6'2" x 1'8", memorial bench 6' x 1'4"

PARKING
Total Spaces

N/A

Location: Korean War Veterans & Pollard Park (Kids Konnection)

Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500

Potentially

1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

Required Accessible Spaces

Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow

Yes

No

X

X

X

Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: Baseball parking lot unmarked parking (gravel)
No handicap spots or signs, No ramps

Gravel

X
X
X

RAMPS
Specification for Accessible Spaces

Comments/Transition Notes

X
X

N/A
Yes

No

Comments/Transition Notes

Location:
SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of
ravel from
passenger
disembarking area
and parking ares to
accessible
entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:5
Continuous common surface, no changes in level greater
than 1/2 inch
Any objects protruding onto the pathway must be dedtected
Objects protruding more than 4" from the wall must be
Curb on the pathway must have curb cuts at drives, parking
Entrances
Primary public entrances accessible to person using
Level space extending 5 ft. from the door, interior and
Minimum 32" clear width opening (i.e. 36" door with
At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed
Vestibule is 4 ft plus the width of the door swinging into the
Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
Emergency egress ‐ alarms with flashing lights and audible
Notes
Main entrance ‐ 4' gate
8' double gate door at bath
sides of park & ball field

Yes

No

Korean War Veterans & Pollard Park (Kids Konnection)

Comments/Transition Notes

X
X
X
X
X
X
X
X

Small amount of ponding

gravel

X
X
X
X
X
X
X
X
X
X
X

X
X

4' wide gate

Location:
STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door
or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the
Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is
or roughened
Notes: No stairs and doors
(3) sets of baseball bleaches

Korean War Veterans & Pollard Park (Kids Konnection)

N/A
Yes

No

Comments/Transition Notes

48" main entrance

Location: Korean War Veterans & Pollard Park (Kids Konnection)
RESTROOMS ‐ also see Doors and Vestibules
N/A Location: Korean War Veterans & Pollard Park (Kids Konnection)
Specification
Yes
No Comments/Transition Notes
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable
with closed fist
(lever or spring
activated handle)
At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, and 32" above the floor
Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
N/A
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maxim;um 42" above the floor

Notes:
No restrooms or grab bars
(1) porta potty

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Yes
Floors
Non‐slip surface
Carpeting is high density, low pile, non‐absorbent, stretched taut,
securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front
as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallele approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Yes
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum
of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes: No floors, drinking fountains, telephones

Location: Korean War Veterans & Pollard Park (Kids Konnection)
N/A
No Comments/Transition Notes

No

Comments/Transition Notes

Location: Korean War Veterans & Pollard Park (Kids Konnection)
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transferN/A
Specification
Ramp at least 34" wide with a non‐slip surface extending into the shallow end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer N/A
Specification
Yes
No Comments/Transition Notes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72" above the floor
Seat is hinged and Padded and at least 16" deep, folds upward, securely
attached to side wall, height is 18" to the top of the seat, and at least 24"
long
Soap trays without handhold features unless they can support 250 pounds
2 grab bars are provided, one 30" and one 48" long, or one continuous L shaped bar
Grab bars are placed horizontally at 36" above the floor line
PICNICKING
N/A
Specification
Yes
No Comments/Transition Notes
A minimum of 5% of the total tables must be accessible with c X
For tables without toe clearance, the knee space under the table must be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
X
Surface of the clear ground space under and around the table X
wood chips/gravel
Accessible tables, grills and fire rings must have clear ground s X
Notes:
No swimming pools or shower rooms

KOREAN WAR MEMORIAL/POLLARD & KIDS KONNECTION

KOREAN WAR MEMORIAL/POLLARD & KIDS KONNECTION

KOREAN WAR MEMORIAL/POLLARD & KIDS KONNECTION

Location: Locke Middle School
ACTIVITY

EQUIPMENT
Tables & Benches (6 B)

Picnic Facilities

Yes

Grills
Trash Cans (4)

N/A
N/A
X

Picnic Shelters

N/A

Pools

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Trails

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

Same experience provided to all

Access Routes

X

Access Routes - N/A

X
X
X
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

N/A

Guided Hikes

N/A

Interpretive Programs

Equipment

Boat Docks

Access Routes
Access Routes

Fishing Facilities
Equipment

Services and
Technical
Assistance

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

X

Game Areas:
*ballfield 2,2
*basketball (1)
*soccer (1)

Programming

No

X
X
X
X

Are special programs at your facilities
accessible?

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

1 set of bleachers for each of the baseball
fields. Dugout entrance 15' x 1'5" (4.5' wide)
yellow gate in front 12' x 3.5'
yellow gate in back 25' x 4'

benches 12' x 8' (Dugout)

Location: Locke Middle School
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: 1 ramp from front of soccer field to back baseball fields
7' width (not wheelchair accessible)

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X

Yes
X
X

No

Comments/Transition Notes

X
X

X
X
X
X
X
X

N/A
Yes

No

Comments/Transition Notes

Location: Locke Middle School

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

Yes
X
X
X
X
X
X
X
X
X
X
X

X

X
X
X
X
X

X
X

No

Comments/Transition Notes

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

Location: Locke Middle School

Yes
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X

No

Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes:

2 porta potties

Yes

N/A Location: Locke Middle School
No Comments/Transition Notes

Location: Locke Middle School

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

N/A
No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes:

Location: Locke Middle School
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes

N/A
No

Outdoor shower
Comments/Transition Notes

N/A
No Comments/Transition Notes

LOCKE MIDDLE SCHOOL FIELDS

FACILITY INVENTORY

Location: Warren H. Manning State Forest
ACTIVITY

EQUIPMENT

Yes

No

Tables & Benches

Picnic Facilities

Grills (4)
Trash Cans

X

Picnic Shelters (1)

Located near accessible water fountains, trash can, restroom, parking, etc.

Pools

Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Trails
N/A
X
X
N/A

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

N/A

N/A

Access Routes
Game Areas:

Access Routes

N/A

Equipment
Boat Docks

NOTES
Located adjacent to accessible paths :
Access to Open Spaces :
Back and Arm Rests
Benches
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths

Access Routes

N/A

Access Routes
Fishing Facilities

N/A
Equipment

Programming

Are special programs at your facilities
accessible?

Services and
Technical
Assistance

Information available in alternative
formats i.e. for visually impaired

Same experience provided to all :
Located adjacent to accessible paths :
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Process to request interpretive services (i.e. sign language interpreter) for meetings
Notes:
(2) Benches 5'11" x 1'7", (17) tables
(3) Handicap Tables (1) on access route (2) Eagle Scout Corner

10/24/2017

FACILITY INVENTORY

PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom,
at change of direction.

Location: Warren H. Manning

X

Yes
X

No

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces
Comments/Transition Notes

X

X

X

X

Yes

No

minor surface damage

N/A
Comments/Transition Notes

Notes: No ramps

10/24/2017

FACILITY INVENTORY

Location: Warren H. Manning
SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of travel from passenger disembarking
area and parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) & maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater
than 1/2 inch
Any objects protruding onto the pathway must be
detected by a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be
within 27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives,

Yes

No

Comments/Transition Notes

X
X
X

minor pavement damage

X
X

X
X

X

parking and drop-offs

Entrances
Primary public entrances accessible to person using
wheelchair, must be signed, gotten to independently,
and not be the service entrance
Level space extending 5 ft. from the door, interior and
exterior of entrance doors
Minimum 32" clear width opening (i.e. 36" door with
standard hinge)
At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" & operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into
the space
Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and
audible signals, sufficiently lighted
Notes

X

X
X

primary surface of trail: gravel

10/24/2017

FACILITY INVENTORY

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread

Yes

No

Location: Warren H. Manning
Comments/Transition Notes

Handrail extends a minimum of 1' beyond top & bottom riser

(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides

X
X
X

Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

X

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

10/24/2017

FACILITY INVENTORY

Location: Warren H. Manning
RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, & 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring
activated handle)

(2) both handicapped

Yes

No

Comments/Transition Notes

X

At least one Stall:
Accessible to person using wheelchair at 60" wide
by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, and
32" above the floor
Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall
or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a
maximum 42" above the floor
Notes:
Restroom doors/utility door (3 feet wide)

10/24/2017

FACILITY INVENTORY

Location: Warren H. Manning
FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

No

Comments/Transition Notes

No

Comments/Transition Notes

X

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor

Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper
than depth of fountain
If no clear knee space underneath, clear floor space
30" x 48" to allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

Yes
X

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor

Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes:

X
X

no audible

no floors/drinking fountains/
telephones

10/24/2017

FACILITY INVENTORY

Location: Warren H. Manning
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area
Specification
Yes
No
Ramp at least 34" wide with a non‐slip surface extending
into the shallow end, slope not exceeding 1:6 with
handrails on both sides
Lifting device
Transfer area 18" above the path of travel & a minimum
of 18" wide
Unobstructed path of travel not less than 48" wide
around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
No
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest
from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure
balance mixing valve
Controls are located on the cdenter wall adjacent to the
hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable
from 42" to 72" above the floor
Seat is hinged and Padded and at least 16" deep, folds
upward, securely attached to side wall, height is 18" to
the top of the seat, and at least 24" long
Soap trays without handhold features unless they can
support 250 pounds
2 grab bars are provided, one 30" and one 48" long, or
one continuous L shaped bar
Grab bars are placed horizontally at 36" above the floor line
PICNICKING
Specification
A minimum of 5% of the total tables must be accessible
with clear space under the table top not less than 30"
wide and 19" deep per seating space and not less than 27"
clear, from the
ground to the underside of the table.
An additional 29" clear space (totaling 48") must extend
beyond the 19" clear space under the table to provide access
For tables without toe clearance, the knee space under
the table must be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the
table must be stable, firm and slip‐resistant, and evenly
graded with a maximum slope of 2% in all directions
Accessible tables, grills and fire rings must have clear
ground space of at least 36" around the perimeter
Notes:

Yes

No

Comments/Transition Notes

Comments/Transition Notes

Comments/Transition Notes

No swimming pools/shower rooms
picnic tables

10/24/2017

MANNING STATE PARK

MANNING STATE PARK

Location: Marshall Middle School
ACTIVITY

EQUIPMENT

Yes

No

X
Tables (1) & Benches (2)
Located only at Street Hockey area

x
x
X

Picnic Facilities

Grills
Trash Cans (1)

N/A
X

Picnic Shelters

Pools
Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

NA

Access Routes
Access Routes - N/A
Softball, Baseball, Soccer, Football

Located adjacent to accessible paths
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Trails

Game Areas:
*ballfield (2)
street hockey

NA
NA
Located adjacent to accessible paths
x
x

Equipment

N/A
x

Boat Docks

Access Routes
Access Routes

Fishing Facilities
Equipment

Programming

Are special programs at your facilities
accessible?

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests only for Street Hockey teams
Adequate number

Dimensions
Spectator Seating

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Services and
Technical
Assistance

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

Location: Marshall Middle School
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
Should have 5 spaces minimum
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No ramps

Required Accessible Spaces

x
x

Yes

1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

No
x
x

Comments/Transition Notes
Parking close to school entrance, not recreation areas

X
X

X
X
X
X
X
X

N/A
Yes

No

Comments/Transition Notes

Location: Marshall Middle School

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of travel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Restroom Entrances (by building at football building only)
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors

Yes

No

X
X
X
X
X
X
x
x

Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

Restroom only open during school sports
functions

When gate at parking lot is closed, entrance <35"
some slopes to fields substantially higher than 5%

X
x

Dip in paved area for drainage

X
X

X

when gate is open only

X

Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist

Comments/Transition Notes

x
X
X
X
NA
NA
NA
NA
NA

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening

Yes

X

At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides

x
x
x

Hardware operable with a closed fist (no conventional door knobs

X

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

N/A Location: Marshall Middle School
No Comments/Transition Notes
NA
NA
NA
NA
NA
NA
NA
NA
NA
NA
NA
NA
Doors for restroom facilties only.

NA

X
X
NA
NA

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes:

Yes
X

N/A Location: Marshall Middle School
No Comments/Transition Notes
Unable to enter for measurement but have been informed that
due to the post ADA construction, restrooms meet guidelines.

Location: Marshall Middle School

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

N/A
No

Comments/Transition Notes

NA

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls

NA
NA

NA
NA

Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a

Yes

NA
NA
NA
NA
No
NA

minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes:

NA
NA
X
X
X
X
X

Comments/Transition Notes

Location: Marshall Middle School
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification

N/A
No

Comments/Transition Notes

Only at PAL Street Hockey site when open

A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes

No
X

X

X

X

Comments/Transition Notes
Only 1 table with 15" clearance at end.

MARSHALL MIDDLE SCHOOL

MARSHALL MIDDLE SCHOOL

MARSHALL MIDDLE SCHOOL

Location: Micozzi Beach
ACTIVITY

Picnic Facilities

EQUIPMENT
Tables & Benches (10 T), (2 B) beach
30" height
1 Handicap table
Grills (1)
Trash Cans (1 dumpster)
Picnic Shelters (1)

Trails

Yes

No

X
X

X
X

Located adjacent to accessible paths :
Access to Open Spaces :
Back and Arm Rests
Adequate number
Height of Cooking Surface 3'
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths (parking lot)
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material (pavement, brick, concrete pavers
Dimensions
Rails
Signage (for visually impaired) but not specifically on trail
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided (minimal tree coverage)

X

Same experience provided to all :

N/A
X
X
X
X
X
X

one
N/A

Pools (Lake)
Swimming
Facilities

X
X
X
X
X

Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides
Access Routes

N/A

X

X
X
N/A

Located adjacent to accessible paths :
Enough space between equipment for wheelchair -sand base
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

N/A

Guided Hikes

N/A

Interpretive Programs

X
Game Areas:

Access Routes
X

*basketball

Boat Docks

(1), (1) beach volleyball
Equipment
Access Routes

X

Access Routes

X

X
N/A
Fishing Facilities
Equipment

Programming

Services and
Technical
Assistance

NOTES

Are special programs at your facilities
accessible?

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes: Picnic tables 30" in height on pavement
Tables/benches less than 30" depending on sand grade
42" width of picnic shelter (3 benches inside) 16' h x 36" w
Playground gate 4' width (opening) (2 benches inside) approx. 22" tall

Location: Micozzi Beach
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No handrails

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X
X

Yes

No
X

Comments/Transition Notes
closest to the beach

X
X
X

X
X
X

nothing major ‐ minor cracks

X
X
X

Yes

No

Comments/Transition Notes
plastic floatable deck

X
X
X
X
X
X
X
X
X
X

No, unless wet

Location: Micozzi Beach
SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)

Yes

Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes: parking lot in "OK" condition
gate entrance 16' wide (double gate)

Comments/Transition Notes

X
X
X
X

minor damage
drain in parking lot

X

cracks, uneven surface

X
X
X
X

Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors

No

X
X
X

X

not beach entrance

X
X
X
X
X
X
X
X
X
X
X

bathrooms 3.5' extending out

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides

Yes

X
X

Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor

X

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes: Check in door 8' tall/3' wide

Location: Micozzi Beach
Comments/Transition Notes

No stairs

X
X
X
X
X

Clear, level floor space extends out 5" from both sides of the door

No
X

X
X
X

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes:
Very crowded,limited space
not wheelchair accessible
door width (3')

Yes

No
X

Location: Micozzi Beach
Comments/Transition Notes
3.5' from door ‐ wall inside

X
X
X
X
X
X
X
X
X
X

22"‐26' width
swings in/2 swing out (mens room)

X
X
X
X
X
X
X
X
X
X
X

1' or less
41" or less
very close/limited space
3' in height

X

36" length

X

no mirrors

X
X

Location: Micozzi Beach
FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

Notes:

Comments/Transition Notes

X
X

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front
as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum
of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color

No

X
X
N/A

N/A

Yes

No

Comments/Transition Notes

X

X
X
X
X
X
X
X

audible N/A

SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area N/A

Specification
Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface

Yes

A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter
Notes:
3 Benches (length 6'), Height from ground to top of back (2'9")

No
X
X

X
X
X

SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
X
Floors are non‐slip surface
X
Controls operate by a single lever with a pressure balance mixing valve
X
Controls are located on the cdenter wall adjacent to the hinged seat
X
Shower heads attached to a flexible metal hose
X
Shower heads attached to wall mounting adjustable from 42" to 72"
X
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 pounds
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification

Location: Micozzi Beach
Lake

Yes
X

X
X
X

X

N/A
No
X

Outdoor shower
Comments/Transition Notes

concrete

X

X
X
X

No

Comments/Transition Notes

KOREAN WAR MEMORIAL/POLLARD & KIDS KONNECTION

Micozzi Beach

Micozzi Beach

Micozzi Beach

Location: Parker
ACTIVITY

EQUIPMENT
Tables & Benches (2)

Picnic Facilities

Yes

No

X
X
X
X

Grills

N/A
N/A

Trash Cans (1)
Picnic Shelters

N/A

Pools

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Trails

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

Game Areas:
*ballfield
*basketball (1)
*multi purpose
lacrosse/soccer
(1)
Boat Docks

X

Same experience provided to all

Access Routes

X

Access Routes - N/A

X
X
X
N/A

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height

N/A

Dimensions

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

N/A

Guided Hikes

N/A

Interpretive Programs

Equipment

Access Routes
Access Routes

Fishing Facilities
Equipment

Programming

Services and
Technical
Assistance

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Are special programs at your facilities
accessible?

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

Location: Parker
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No ramps

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X

Yes
X
X

No

Comments/Transition Notes

X
X

X
X
X
X
X
X

N/A
Yes

No

Comments/Transition Notes

Location: Parker

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

Yes
X
X
X
X
X
X
X
X
X
X
X

X

X
X
X

No

Comments/Transition Notes

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

Yes

N/A Location: Parker
No Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes:

1 porta potty

Yes

N/A Location: Parker
No Comments/Transition Notes

Location: Parker

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

N/A
No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes:

Location: Parker
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes

N/A
No

Outdoor shower
Comments/Transition Notes

N/A
No Comments/Transition Notes

PARKER SCHOOL

Location: PHR
ACTIVITY

Picnic Facilities
(3) Dumpsters

EQUIPMENT
Tables & Benches (14 B)
5'11" x 17"
1 Handicap table
Grills (1)

No

X
X
X
X
N/A

Trash Cans (6)
Picnic Tables (8)

Trails

Yes

X

one
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Pools
Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

X

Same experience provided to all

X
X
X
X

Equipment

N/A
N/A
N/A
N/A
N/A

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height - standard
Dimensions - standard
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

Are special programs at your facilities
accessible?

N/A

Guided Hikes

Access Routes
Game Areas:
*ballfield (3)
*basketball (4)
*tennis 4x2 (8)

(1), (1) beach volleyball
Equipment

Boat Docks (N/A)

Access Routes

Access Routes

X
N/A
N/A

Access Routes
Fishing Facilities

Programming

one

X
Services and
Technical
Assistance

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface 3'
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths (parking lot)
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material (dirt)
Dimensions 5' wide
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided (minimal tree coverage)

Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

3 ball fields (2B) (2 bleachers)each (F1) 16 x 2 B /15 x 2
1 football fields (2B) (2 bleachers) 2 8x2/15x2
8 tennis courts (4B) no back
(6B) playground 5'11" x 17"

Location: PHR
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No ramps

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X

Yes
X
X

No

Comments/Transition Notes

X
X

X
X
X
X
X
X

N/A
Yes

No

Comments/Transition Notes

Location: PHR

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

Yes

No

Comments/Transition Notes

X

old rec entrance (circle knob)

X
X
X
X
X
X
X
X
X
X
X

X

X
X
X
X
N/A
N/A
N/A
X
X
X

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides

Yes

Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes: no stairs

Location: PHR
Comments/Transition Notes
no stairs

X
X
X
X

Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor

No
X

X
X
X
N/A
N/A

conventional

RESTROOMS ‐ also see Doors and Vestibules (2)
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes: could not access restrooms
handicapped porta potty (April 1st ‐ November 30th)

Yes
X
X

No

Location: PHR
Comments/Transition Notes

Location: PHR
FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a

X

Notes: Telephones not visible

no carpet

X
X
X

X
X
X
X
X
No visible

Yes
X
X

minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color

Comments/Transition Notes

X

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains (1)
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls

No

X
X
x

No

Comments/Transition Notes

Location: PHR
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification

N/A
No

Outdoor shower
Comments/Transition Notes

(Eight)

A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter
Notes:
No swimming pools/shower rooms
8 total picnic tables

Yes
X

X
X
X

X

No

Comments/Transition Notes

PEGGY HANNON‐RIZZA RECREATION COMPLEX

PEGGY HANNON‐RIZZA RECREATION COMPLEX

Location: Pinehurst Park
ACTIVITY

EQUIPMENT
Tables & Benches (6 B), (3 T))
2' x 6'
1.5' x 6'

Yes

No

X
X
N/A
X

Picnic Facilities

Grills

N/A
N/A
N/A
N/A

Trash Cans (1)
Picnic Shelters

N/A

Pools

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Trails

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

X

Same experience provided to all

Access Routes

X

Access Routes - N/A

X
X
X
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

N/A

Guided Hikes

N/A

Interpretive Programs

Game Areas:
*ballfield (1)
*basketball (1)
*whiffleball (1)

(1), (1) beach volleyball
Equipment

Boat Docks (N/A)

Access Routes
Access Routes

Fishing Facilities

one
Equipment

Programming

Services and
Technical
Assistance

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths (parking lot)
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Are special programs at your facilities
accessible?

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

Location: Pinehurst Park
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No ramps

Required Accessible Spaces
X

Yes
X
X

1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces
No

Comments/Transition Notes

X
X

X
X
cracks

X
X
X
X

N/A
Yes

No

Comments/Transition Notes

Location: Pinehurst Park

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

Path/access to field & playground (3')
1 yellow gate back side of school

Yes

No

Comments/Transition Notes

X
X
X
X
X
X
X
X
X

besides playground

X
X

X

X
X
X
X
X
X
X
X
X
X
X

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

Yes

N/A Location: Pinehurst Park
No Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes:

Yes

N/A Location: Pinehurst Park
No Comments/Transition Notes

Location: Pinehurst Park

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

N/A
No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes: Telephones not visible

Location: Pinehurst Park
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes

N/A
No

No

Outdoor shower
Comments/Transition Notes

Comments/Transition Notes

X

X
X
X

X

wood chips

PINEHURST PARK / OLD DITSON SCHOOL

Location:
ACTIVITY

EQUIPMENT

Yes

Tables & Benches

Picnic Facilities

Grills
Trash Cans (1 Dumpster)

X

Picnic Shelters
Trails

Pools
Swimming
Facilities
Beaches

Play Areas (tot lots)

Game Areas:
*ballfield (1)

No

NOTES

Located adjacent to accessible paths :
N/A Access to Open Spaces :
Back and Arm Rests
Adequate number
N/A Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking, etc.
Surface material
N/A Dimensions
Rails
Signage (for visually impaired)
Entrance
N/A Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

All Play Equipment i.e. Swings, slides

N/A Same experience provided to all :

Access Routes

Located adjacent to accessible paths :
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
N/A Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
N/A Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

Access Routes

Equipment
Boat Docks

Yes

Potter Field

Access Routes
Access Routes

Fishing Facilities
Equipment

Programming

Are special programs at your facilities accessible?

Services and Technical
Assistance

Information available in alternative formats
i.e. for visually impaired

Guided Hikes
Interpretive Programs

Process to request interpretive services (i.e. sign language interpreter) for meetings
Notes:
(2) Baseball benches - 21' x 1'4"
(1) Set of bleaches - 1'6" height on 3" cement lip

PARKING

Locat
ion:
Required Accessible Spaces

N/A

Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make al
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2"
Clearance of 1-1/2" between wall and wall rai
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No ramps

X

Yes

No
X

1 space
N/A
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces
Comments/Transition Notes

X

X

X

No sign/permanent symbol

X
X
X

Yes

N/A
No

Comments/Transition Notes

Location: Potter Field
SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and parking

Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)

Yes

Minimum 32" clear width opening (i.e. 36" door with standard hinge)
At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space
Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction accessible
entrance
Emergency egress ‐ alarms with flashing lights and audible signals,
sufficiently lighted
Notes
Guard rail entrance dimensions (1) 13' x 2'4", (2) 5' x 2'5", (3) 5' x 2'5"
Fence field entrances (2) 4' x 4', (1) approx. 13'
*Fairly steep grass
Access from parking lot

Comments/Transition Notes

X
X
X
X
No park ‐ grass

X
X

Continuous common surface, no changes in level greater than 1/2 inch

Any objects protruding onto the pathway must be dedtected by a
person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within 27" of
the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking and drop‐
offs
Entrances
Primary public entrances accessible to person using wheelchair, must
Level space extending 5 ft. from the door, interior and exterior of
entrance doors

No

X

X

X

X

Fairly steep

Location: Potter Field
STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs
or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door
Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled
or roughened
Notes: No stairs and doors

N/A
Yes

No

Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation

Yes

N/A Location: Potter Field
No Comments/Transition Notes

Faucets operable with
closed fist (lever or spring
activated handle)
At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch

Lock on stall door is
operable with a closed fist,
and 32" above the floor
Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")

Dispensers (towel, soap,
etc.) at least one of each a
maximum 42" above the
floor

Notes:
No restrooms or grab bars

N/A

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface
Carpeting is high density, low pile, non‐absorbent, stretched taut,
securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front
as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallele approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum
of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes: No floors, drinking fountains, telephones
No signs (handicap)

Yes

Location: Potter Field
N/A
No Comments/Transition Notes

N/A

Yes

N/A
No Comments/Transition Notes

Location: Potter Field
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area
N/A
Specification
Ramp at least 34" wide with a non‐slip surface extending into the shallow end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
N/A
Specification
Yes
No Comments/Transition Notes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72" above the floor
Seat is hinged and Padded and at least 16" deep, folds upward, securely attached to side wall, height is 18"
to the top of the seat, and at least 24" long
Soap trays without handhold features unless they can support 250 pounds
2 grab bars are provided, one 30" and one 48" long, or one continuous L shaped bar
Grab bars are placed horizontally at 36" above the floor line
PICNICKING
N/A
Specification
Yes
No Comments/Transition Notes
A minimum of 5% of the total tables must be accessible with clear space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground to the underside of the table. An additional 29" clear space (totaling 48") must extend beyond the 19" clear
For tables without toe clearance, the knee space under the table must be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be stable, firm and slip‐resistant, and
evenly graded with a maximum slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space of at least 36" around the perimeter
Notes:
No swimming pools, shower rooms, picknicing

POTTER FIELD

Location: Talbot Oval
ACTIVITY

EQUIPMENT

Yes
X

Tables & Benches

Picnic Facilities

Grills
Trash Cans

N/A Located near accessible water fountains, trash can, restroom, parking, etc.

Pools

Surface material
N/A Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
N/A Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides
Access Routes
Access Routes

Equipment
Boat Docks

Access Routes
Access Routes

Fishing Facilities
Equipment

Programming

NOTES

Located adjacent to accessible paths :
N/A Access to Open Spaces :
Back and Arm Rests
Adequate number
N/A Height of Cooking Surface
Located adjacent to accessible paths
N/A Located adjacent to accessible paths
Located adjacent to accessible paths

Picnic Shelters
Trails

Game Areas:
*ballfield

No

Are special programs at your facilities
accessible?

N/A Same experience provided to all :
Located adjacent to accessible paths :
Enough space between equipment for wheelchair
N/A Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim
Guided Hikes
Interpretive Programs

Services and
Technical
Assistance

Information available in alternative
formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:
Curb Dimension - Approx. 4" tall

PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces

N/A

Yes

No

Location: Talbot Oval
Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces
Comments/Transition Notes

Yes

No

Comments/Transition Notes

Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No parking or ramps

Location: Talbot Oval
SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Yes
No Comments/Transition Notes
Site Access
Accessible path of travel from passenger disembarking area an X
parking area to
accessible
entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Gravel
Path of Travel
Path does not require the use of stairs
X
Path is stable, firm and slip resistant
X
3 ft. wide minimum
X
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:5 X
Continuous common surface, no changes in level greater than X
Any objects protruding onto the pathway must be dedtected b X
Objects protruding more than 4" from the wall must be within X
Curb on the pathway must have curb cuts at drives, parking an X
Entrances
Primary public entrances accessible to person using wheelchai X
Level space extending 5 ft. from the door, interior and exterior of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)
At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space
Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction accessible entrance
Emergency egress ‐ alarms with flashing lights and audible signals, sufficiently lighted
Notes

STAIRS and DOORS

N/A

Specification
Yes
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs
or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door
Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled
or roughened

No

Comments/Transition Notes

Notes: No stairs and doors

Location: Talbot Oval
N/A
RESTROOMS ‐ also see Doors and Vestibules
Specification
Yes
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable
with closed fist
(lever or spring
activated handle)
At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch

No

Comments/Transition Notes

Lock on stall door
is operable with a
closed fist, and 32"
above the floor
Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum 42" above the floor

Notes: No restrooms

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Yes
Floors
Non‐slip surface
Carpeting is high density, low pile, non‐absorbent, stretched taut,
securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front
as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallele approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Yes
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum
of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color

Location: Talbot Oval
N/A
No Comments/Transition Notes

No

Comments/Transition Notes

Notes:

SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area
Specification
Ramp at least 34" wide with a non‐slip surface extending into the shallow end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface

Location: Talbot Oval
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
No Comments/Transition Notes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72" above the floor
Seat is hinged and Padded and at least 16" deep, folds
upward, securely attached to side wall, height is 18" to the
top of the seat, and at least 24" long
Soap trays without handhold features unless they can support 250 pounds
2 grab bars are provided, one 30" and one 48" long, or one continuous L shaped bar
Grab bars are placed horizontally at 36" above the floor line
PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with
clear space under the table top not less than 30" wide and
19"
deep per seating space and not less than 27" clear, from the
ground to the underside of the table. An additional 29" clear
space (totaling 48") must extend beyond the 19" clear space
under the table to provide access

Yes No

Comments/Transition Notes

For tables without toe clearance, the knee space under the table must be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must
be stable, firm and slip‐resistant,
and evenly graded with a maximum slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space of at least 36" around the perimeter
Notes:

TALBOT OVAL

Location: VVP Hike Trails
ACTIVITY

Picnic Facilities

Trails

EQUIPMENT
Tables & Benches
(5) tables 1.5' x 6'
(8) benches 1' x 6'
Grills

Yes

N/A
N/A

Trash Cans (1)

X
X

Picnic Shelters - 1 plus RC flyers

X

one

8' width
Pools

N/A
N/A
N/A
N/A
N/A
N/A

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

Game Areas:
*soccer (15)

Same experience provided to all

Access Routes

X

Access Routes - 2 gates 4' x 12'

X
X
X

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating - 1 bleacher (BMX)
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

N/A

Guided Hikes

N/A
N/A

Access Routes
Access Routes

Fishing Facilities

one
Equipment

Programming

Are special programs at your facilities
accessible?
X

Services and
Technical
Assistance

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths (parking lot)
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material - concrete
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

X

Equipment
Boat Docks (N/A)

No

X
X
X
X

Interpretive Programs

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

RC Flyers - gazebo
Community garden - gazebo
BMX track (viewing area), concession stand ?
Bocci court

Location: VVP Hike Trails
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No ramps

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X

Yes
X
X

No

Comments/Transition Notes

X
X

X

X
X
X
N/A

N/A
Yes

No

Comments/Transition Notes

Location: VVP Hike Trails

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)

Yes
X
X
X
X
X
X
X
X

X

Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes: gravel/pavement parking
trail width ‐ 8'
BMX bleachers (2) 2' x 21'
wooden guardrails ‐ 1.5' x 4'

No

X
X
X

X

X
X
X
X
X
X
X
X
X
X
X

Comments/Transition Notes

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

Yes

N/A Location: VVP Hike Trails
No Comments/Transition Notes
X
X
X
X
X
X
X
X
X
X
N/A

BMX ‐ 3 gates

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
‐2
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
‐2
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes: 5 porta pottys

Yes

N/A Location: VVP Hike Trails
No Comments/Transition Notes

Location: VVP Hike Trails

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

Comments/Transition Notes

X
X

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls

N/A
No

X
N/A

Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a

N/A

Yes

minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes: Telephones not visible

X
X
X

N/A
No Comments/Transition Notes

Location: VVP Hike Trails
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification

Outdoor shower
Comments/Transition Notes

‐1
Yes

A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter
Notes:

N/A
No

RC Flyers
main entrance 4' x 14'

Gazebo entrance ‐ 8'
(Shelter)
Surrounding benches inside ‐ 1.5' x 8'

X

X
X
X

X

No

Comments/Transition Notes

VIETNAM VETERANS PARK

VIETNAM VETERANS PARK

VIETNAM VETERANS PARK

VIETNAM VETERANS PARK

Location: Vining
ACTIVITY

EQUIPMENT
Tables & Benches (4 B)

Picnic Facilities

Yes

Grills
Trash Cans (1)

N/A
N/A
X
X

Picnic Shelters

N/A

Pools

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Trails

Swimming
Facilities
Beaches

Play Areas (tot lots) All Play Equipment i.e. Swings, slides

Game Areas:
*ballfield (2)
*basketball (1)

Same experience provided to all

Access Routes

X

Access Routes - N/A

X
X
X
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Located adjacent to accessible paths
Enough space between equipment for wheelchair
Located adjacent to accessible paths
Berm cuts onto courts
Height
Dimensions
Spectator Seating
Located adjacent to accessible paths
Handrails
Located adjacent to accessible paths
Handrails
Arm Rests
Bait Shelves
Handrails
Fish Cleaning Tables
Learn-to-Swim

N/A

Guided Hikes

N/A

Interpretive Programs

Access Routes
Access Routes

Fishing Facilities
Equipment

Programming

Services and
Technical
Assistance

NOTES
Located adjacent to accessible paths :
Access to Open Spaces
Back and Arm Rests
Adequate number
Height of Cooking Surface
Located adjacent to accessible paths
Located adjacent to accessible paths
Located adjacent to accessible paths
Located near accessible water fountains, trash can, restroom, parking,
etc.
Surface material
Dimensions
Rails
Signage (for visually impaired)
Entrance
Location from accessible parking
Safety features i.e. warning for visually impaired
Location from accessible path into water
Handrails
Location from accessible parking
Shade provided

X

Equipment
Boat Docks

No

X
X
X
X

Are special programs at your facilities
accessible?

Information available in alternative formats i.e. for visually impaired
Process to request interpretive services (i.e. sign language interpreter) for meetings

Notes:

Location: Vining
PARKING
Total Spaces
Up to 25
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
Specification for Accessible Spaces
Accessible space located closest to accessible entrance
Where spaces cannot be located within 200' of accessible
entrance, drop-off area is provided within 100'.
Minimum width of 13' includes 8' space plus 5' access aisle
Van space - minimum of 1 van space for every accessible
space, 8' wide plus 8' aisle. Alternative is to make all
accessible spaces 11' wide with 5' aisle.
Sign with international symbol of accessibility at each space
or pair of spaces
Sign minimum 5', maximum 8' to top of sign
Surface evenly paved or hard-packed (no cracks)
Surface slope less than 1:20, 5%
Curbcut to pathway from parking lot at each space or pair of
spaces, if sidewalk (curb) is present
Curbcut is a minimum width of 3', excluding sloped sides,
has sloped sides, all slopes not to exceed 1:12, and
textured or painted yellow
RAMPS
Specification for Accessible Spaces
Slope Maximum 1:12
Minimum width 4' between handrails
Handrails on both sides if ramp is longer than 6'.
Handrails at 34" and 19" from ramp surface
Handrails extend 12" beyond top and bottom
Handgrip oval or round
Handgrip smooth surface
Handgrip diameter between 1-1/4" and 2".
Clearance of 1-1/2" between wall and wall rail
Non-slip surface
Level platforms (4' x 4') at every 30', at top, at bottom, at
change of direction.
Notes: No ramps

Required Accessible Spaces
1 space
2 spaces
3 spaces
4 spaces
5 spaces
6 spaces
7 spaces
8 spaces
9 spaces

X

Yes
X
X

No

Comments/Transition Notes

X
X

X
X
X
X
X
X

N/A
Yes

No

Comments/Transition Notes

Location: Vining

SITE ACCESS, PATH OF TRAVEL, ENTRANCES
Specification
Site Access
Accessible path of ravel from passenger disembarking area and
parking area to accessible entrance
Disembarking area at accessible entrance
Surface evenly paved or hard‐packed
No ponding of water
Path of Travel
Path does not require the use of stairs
Path is stable, firm and slip resistant
3 ft. wide minimum
Slope maximum 1:20 (5%) and maximum cross pitch is 2% (1:50)
Continuous common surface, no changes in level greater than 1/2"

Any objects protruding onto the pathway must be detected by
a person with a visual disability using a cane
Objects protruding more than 4" from the wall must be within
27" of the ground, or higher than 80"
Curb on the pathway must have curb cuts at drives, parking
and drop‐offs
Entrances
Primary public entrances accessible to person using wheelchair
must be signed, gotten to independently, and not be the
service entrance
Level space extending 5 ft. from the door, interior and exterior
of entrance doors
Minimum 32" clear width opening (i.e. 36" door with standard hinge)

At least 18" clear floor area on latch, pull side of door
Door handle no higher than 48" and operable with a closed fist
Vestibule is 4 ft plus the width of the door swinging into the space

Entrance(s) on a level that makes elevators accessible
Door mats less than 1/2" thick are securely fastened
Door mats more than 1/2" thick are recessed
Grates in path of travel have openings of 1/2" maximum
Signs at non‐accessible entrance(s) indicate direction
accessible entrance
Emergency egress ‐ alarms with flashing lights and audible
signals, sufficiently lighted
Notes:

Yes
X
X
X
X
X
X
X
X
X
X
X

X

X
X
X
X

No

Comments/Transition Notes

STAIRS and DOORS
Specification
Stairs
No open risers
Nosing not projecting
Treads no less than 11" wide
Handrails on both sides
Handrails 34" ‐ 38" above tread
Handrail extends a minimum of 1' beyond top and bottom riser
(if no safety hazard and space permits)
Handgrip oval or round
Handgrip has a smooth surface
Handgrip diameter between 1‐14" and 1‐1/2"
1‐1/2" clearance between wall and handrail
Doors
Minimum 32" clear opening
At least 18" clear floor space on pull side of door
Closing speed minimum 3 seconds to within 3" of the latch
Maximum pressure 5 pounds interior doors
Threshold maximum 1/2" high, beveled on both sides
Hardware operable with a closed fist (no conventional door knobs

or thumb latch devices)
Hardware minimum 36", maximum 48" above the floor
Clear, level floor space extends out 5" from both sides of the door

Door adjacent to revolving door is accessible and unlocked
Door opening into hazardous area have hardware that is knurled

or roughened
Notes:

1 gate

Yes

N/A Location: Vining
No Comments/Transition Notes

RESTROOMS ‐ also see Doors and Vestibules
Specification
5 ft turning space measured 12" from the floor
At least one Sink:
Clear floor space of 30" by 48" to allow a forward approach
Mounted without pedestal or legs, height 34" to top of rim
Extends at least 22" from the wall
Open knee space a minimum 19" deep, 30" width, and 27" high
Cover exposed pipes with insulation
Faucets operable with closed fist (lever or spring activated handle)

At least one Stall:
Accessible to person using wheelchair at 60" wide by 72" deep
Stall door is 36" wide
Stall door swings out
Stall door is self closing
Stall door has a pull latch
Lock on stall door is operable with a closed fist, & 32" above the floor

Coat hook is 54" high
Toilet
18" from center to nearest side wall
42" minimum clear space from center to farthest wall or fixture
Top of seat 17"‐19" above the floor
Grab Bars
On back and side wall closest to toilet
1‐1/4" diameter
1‐1/2" clearance to wall
Located 30" above and parallel to the floor
Acid‐etched or roughened surface
42" long
Fixtures
Toilet paper dispenser is 24" above floor
One mirror set a maximum 38" to bottom (if tilted, 42")
Dispensers (towel, soap, etc.) at least one of each a maximum
42" above the floor
Notes:

Yes

N/A Location: Vining
No Comments/Transition Notes

Location: Vining

FLOORS, DRINKING FOUNTAINS, TELEPHONES
Specification
Floors
Non‐slip surface

Yes

N/A
No

Comments/Transition Notes

Yes

No

Comments/Transition Notes

Carpeting is high density, low pile, non‐absorbent, stretched taut,

securely anchored
Corridor width minimum is 3'.
Objects (signs, ceiling lights, fixtures) can only protrude 4" into
the path of travel from a height of 27" to 80" above the floor
Drinking Fountains
Spouts no higher than 36" from floor to outlet
Hand operated push button or level controls
Spouts located near front with stream of water as parallel to front

as possible
If recessed, recess a minimum 30" width, and no deeper than
depth of fountain
If no clear knee space underneath, clear floor space 30" x 48" to
allow parallel approach
Telephones
Highest operating part a maximum 54" above the floor
Access within 12" of phone, 30" high by 30" wide
Adjustable volume control on headset so identified
SIGNS, SIGNALS, AND SWITCHES
Specification
Switches, Controls and Signs
Switches and controls for light, hear, ventilation, windows, fire
alarms, thermostats, etc. must be a minimum of 36" and a
minimum of 48" above the floor for a forward reach, a maximum

of 54" for a side reach
Electrical outlets centered no lower than 18" above the floor
Warning signals must be visual as well as audible
Signs
Mounting height must be 60" to centerline of the sign
Within 18" of door jamb or recessed
Letters and numbers at least 1‐1/2" high
Letters and numbers raised .03"
Letters and numbers contrast with the background color
Notes:

Location: Vining
SWIMMING POOLS ‐ accessibility can be via ramp, lifting device, or transfer area

Specification

Yes

N/A
No

Ramp at least 34" wide with a non‐slip surface extending into the shallow
end, slope not exceeding 1:6 with handrails on both sides
Lifting device
Transfer area 18" above the path of travel and a minimum of 18" wide
Unobstructed path of travel not less than 48" wide around pool
Non‐slip surface
SHOWER ROOMS ‐ Shower must accommodate both wheel‐in and transfer use
Specification
Yes
Stalls 36" by 60" minimum, with a 36" door opening
Floors are pitched to drain the stall at the corner farthest from entrance
Floors are non‐slip surface
Controls operate by a single lever with a pressure balance mixing valve
Controls are located on the cdenter wall adjacent to the hinged seat
Shower heads attached to a flexible metal hose
Shower heads attached to wall mounting adjustable from 42" to 72"
above the floor
Seat is hinged and Padded and at least 16" deep, folds upward,
securely attached to side wall, height is 18" to the top of the seat,
and at least 24" long
Soap trays without handhold features unless they can support 250 lbs
2 grab bars are provided, one 30" and one 48" long, or one continuous
L shaped bar
Grab bars are placed horizontally at 36" above the floor line

PICNICKING
Specification
A minimum of 5% of the total tables must be accessible with clear
space under the table top not less than 30" wide and 19" deep
per seating space and not less than 27" clear, from the ground
to the underside of the table. An additional 29" clear space
(totaling 48") must extend beyond the 19" clear space under the table
to provide access
For tables without toe clearance, the knee space under the table must
be at least 28" high, 30" wide and 24" deep
Top of table no higher than 32" above ground
Surface of the clear ground space under and around the table must be
stable, firm and slip‐resistant, and evenly graded with a maximum
slope of 2% in all directions
Accessible tables, grills and fire rings must have clear ground space
of at least 36" around the perimeter

Yes

N/A
No

Outdoor shower
Comments/Transition Notes

N/A
No Comments/Transition Notes

VINING SCHOOL

VINING SCHOOL

VINING SCHOOL

